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MATERIALS DEPARTMENT 

HINDUSTAN ORGANIC CHEMICALS LTD. 

AMBALAMUGAL P.O. 

KOCHI – 682 302 

CONTACT PERSON:  B. BALACHANDRAN

GM (MATERIALS) 

PHONE: 0484 2727424, 2720911-14 

FAX NO.0484 2720893 

e-mail : b.balachandran@hoclindia.com
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GENERAL INSTRUCTIONS TO VENDORS

1) Applicants interested to apply for the enlistment and supply materials to HOCL should 
send application FORM FOR ENLISTMENT OF VENDORS in hard copy duly filled up along 
with other details as required to the office of CGM (MATERIALS), M/s.Hindustan Organic 
Chemicals Ltd, Ambalamugal P.O., Kochi – 682 302 in an envelope superscribed with 
“Application for enlistment of vendors for the item …………………………..”..  . Vendors 
need to take print out and send to us the relevant pages of the format only. However 
they should enclose all relevant supporting documents to prove their eligibility, 
experience, product details and credentials. 

2) Application shall be accompanied by Processing fee of Rs.1000/- (non-refundable) by 
way of DD in favour of M/s.HOCL payable at Ernakulam/ Ambalamedu. MSME 
registered vendors are exempted from submitting processing fee.

3) An applicant is not permitted to seek enlistment under more than one name including 
proprietorship/partnership firm. 

4) HOCL reserves the right to cancel the enlistment of any vendors for any of the following 
reasons. 
a) If the vendor is found blacklisted/put on holiday list by any Govt./PSUs/PSEs etc. 
b) If the vendor has submitted false information in seeking enlistment. 
c) If the performance of vendor so enlisted is observed to be poor. 
d) Any other valid reason.  

5) HOCL reserves the right to accept/reject any application received at its absolute 
discretion. 

6) If the applicant require enlistment for more than one category of item (like Mechanical 
items, Instrumentation items, Electrical items etc), separate applications should be 
submitted for each category of items along with necessary documents. However for 
items falling under one Category of items as given in List B, one application will do. For 
each item, necessary supporting documents/ credentials to be enclosed. 

7) The enlistment process may consist of a multiphase evaluation with verification of 
documents, factory/ site visit for inspection etc.  After completion of evaluation and 
approval, the selected vendors will be shortlisted into vendor lists for each item. Further 
tenders will be sent to those shortlisted vendors from time to time. 
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8) PURCHASE/PRICE PREFERENCES for MSME registered vendors:  

a) Any purchase/price preferences offered to PSUs/SSI/MSME/NSIC Units etc will be 
as per the Govt. of India Policies/guidelines existing from time to time.  The vendor 
should make their claim in the offer itself for such preferences with documentary 
evidence. 

b) EMD shall be NIL for MSME registered vendors in all tenders. 

c) SECURITY DEPOSIT will be limited to the monetary limit shown in the NSIC 
certificate in this regard. 

d) PRICE PREFERENCE will be given to up to 15%. In tender, participating MSEs 
quoting price within price band of L1+15% shall also be allowed to supply a portion 
of requirement by bringing down their price to L1 price in a situation where L1 price 
is from someone other than an MSE and such MSE shall be allowed to supply up to 
20% of total tendered value. In case of more than one MSE, the supply shall be 
shared proportionately. 

e) Percentage of procurement from MSEs for items will be 25% of total procurement 
value other than Raw Materials.

f) Percentage of procurement from MSE’s owned by Women entrepreneurs will be 3%, 
out of 25% earmarked for MSE’s for items other than Raw Materials 

g) Percentage of procurement from only MSEs owned by SC/ST entrepreneurs out of 
total procurement for items other than Raw Materials will be 4%. 

**************** 
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HINDUSTAN ORGANIC CHEMICALS LTD 
Ambalamugal, COCHIN 682 302 

FORM FOR ENLISTMENT OF VENDORS

ITEM   : …………………………………………………………………………………. 

1. 
Name & Address of vendor: 

a Head office 

b Branch office, nearest to 
KOCHI 

2. 

Phone no: 
Fax NO: 
Email ID:  
Website: 

3. 
Products / Services provided: 

(Detailed catalogues to be 
furnished) 

4. 

Present customers: 
(Detailed list to be provided 

with order values.) 

5. 

Details of various 
certifications such as ISO –

9001, ISO-14001, BIS 
certification etc(copy of all 
relevant certificate must be 

enclosed ) 



 6

6. 

Number of years of 
experience in manufacturing/ 

supplying the product or 
service. 

7. 

Details of purchase orders, 
work orders received from 
reputed customers so as to 
meet the eligibility criteria 
specified. Attach copies 

8. Sales turnover for the 
previous 3 years copy of 

Audited balance sheets for 3 
years to be enclosed) 

9. 
Details of awards if any won 

in the last three years. 

10.
Technical collaborations if 

any: 

11 

Type of firm 
(Strike off details not 

applicable) 

Manufact
urer 

Proprietary Partnership 

Authorize
d 

Public 
Limited 

Public sector

Trader Private 
Limited 

Private 
sector 

12.

Details of manufacturing / 
service facilities and 

capacities: 
(Enclose details) 

13.
Details of central public 

sector organizations who are 
your customers: 

14. Details of your sales / 
marketing set up.



 7

15.
Any other information which 

you would like to highlight for 
considering you for 

registration: 

16.

Excise & Sales tax 
registration number. (copy  
of Registration certificate to 

be enclosed) 

ENCLOSED/ NOT ENCLOSED 

17. Solvency Certificate (recent) 
from bank to be enclosed  

ENCLOSED/ NOT ENCLOSED 

18 Enlistment Fee of Rs 1000/- ENCLOSED/ NOT ENCLOSED 

19 Details of contact person with 
email, Phone, fax 

Certified that all the details furnished above and in attached documents are true to 
the best of my knowledge .It is also certified that we were not blacklisted by any 
PSU/GOVT Organisations during the last 5 years. 

SEAL:                                                          SIGNATURE OF VENDOR 

DATE: 
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ELIGIBILITY CRITERIA FOR ENLISTMENT OF VENDORS FOR ITEMS  IN LIST- A.

1) Vendor should have sufficient technical, manufacturing or operational capability 
to supply materials/services as per HOC’s requirement. 

2) Vendor must have executed orders of two times of the estimated annual 
contract value shown below, during the last three years period for similar items.  

3) Vendor should have executed at least one order of 50% of the estimated 
contract value shown during the last three years for similar items. 

4) The vendor shall submit a current Solvency Certificate from a scheduled bank 
worth minimum 25% of the estimated contract value. 

5) Documentary evidence for all above parameters is to be furnished by the vendor 
along with their application. MSME registered vendors are exempted from 
furnishing the details against sl no 2, 3 and 4.

ELIGIBILITY CRITERIA  FOR ENLISTMENT OF VENDORS FOR SOLID 
PHOSPHORIC ACID ( SPA 1) CATALYST

1) The bidder should be a manufacturer or bonafide distributor of the 
manufacturer of the Catalysts. 

2) The bidder should have supplied at least 160 MT of the SPA 1 catalyst  during  
the past 3 year period to reputed manufacturers of Cumene using fixed bed 
reactors and  having a minimum 1,00,000 TPA manufacturing capacity. Please 
enclose purchase order copies for the supply of the same from  reputed  
manufacturers . 

3) Please enclose performance evaluation certificate from the above 
manufacturers of Cumene indicating their manufacturing capacity and yield 
obtained for the Catalyst supplied by you for the last 3 year period. 

4) You must guarantee a minimum yield of  1333 Kg. of Cumene per Kg of 
catalysts consumed. Corporate Guarantee valid for two years should be 
provided along with the technical bid documents. 

5) You should be able to deliver the catalyst  within 5 months of placement of 
the orders on you. 

6) Bidders may confirm adherence to all the above points in your application 
with documentary evidence. 

ELIGIBILITY CRITERIA  FOR ENLISTMENT OF VENDORS FOR ITEMS  IN 
LIST- B

Vendors desirous of enlistment for items given in LIST B should furnish details 
of their manufacturing/supply capabilities, Quality standards, List of reputed 
customers, Financial background, After sales service facilities, Performance 
certificates from reputed customers etc along with the Technical Bid format 
duly filled up. 

************ 
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LIST OF ITEMS FOR WHICH ENLISTMENT IS SOUGHT

LIST A
Sl.
No 

Item description Estimated 
Tender 
quantity 

Estimated 
value  

Technical 
specification/ 
requirements 

1 M.S.Barrels 30,000 
Nos/year. 

4 .5 Crores Annexure - I 

2 HM-HDPE Carbouys 
30 L / 50 L 

20000 nos.  Rs.32 Lakhs Annexure – II 

3 Caustic Soda Lye 500 MT (100 % 
weight 
basis)/year. 

Rs.1.3 crores 
Annexure – III 

4 Sulphuric Acid 540 MT. Rs. 55 Lakhs. Annexure – IV 

5 2-Methylcyclohexylacetate 
(2 MCA). 

  18 MT/year. Rs.35 Lakhs. Annexure – V 

6 2-Ethylanthrquinone 
(2 EAQ).   12 MT/year Rs.50 Lakhs. 

Annexure – VI 

7 SPA1 Catalyst for Cumene 
Synthesis 

  80 MT/2 
years 

Rs 3.83 crores Annexure-VII 

8 Transportation of Hydrogen 
Peroxide in bulk in dedicated 
road tankers. 

   8000       
MT/year 

Rs. 42  Lakhs 
Annexure-VIII 

9 Transportation of Acetone in 
road tankers to Defence 
Factories at: 
 Pune 
 Bhandara 
 Itarsi  
 Aruvancadu. 

  140MT/year 
800 MT/year 
320 MT/year    
1780 MT/year 

Rs. 4  Lakhs 
Rs.  31 Lakhs 
Rs.  14 Lakhs 
Rs. 21 Lakhs. 

Annexure - IX 

10 Transportation of LSFO/FO 
from Irimpanam/ Willington 
Island 

16500 MT/year  Rs. 31 Lakhs Annexure - X 
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ANNEXURE I

SPECIFICATION OF M.S.DRUMS(M.S.BARRELS)

200/210 Ltrs. Nominal capacity M.S.Barrels fabricated out of 18G 
(1.25mm) nominal thickness CRCA sheets.  Body seam electrically 
resistance welded.  Both ends double seamed incorporating latex seaming 
compound.  Top end fitted with one 50mm and one 20mm drum closures 
with gaskets. Body provided with 2 expanded rolling hoops.  Externally 
finished with one coat of enamel paint.  The barrels conform to BIS 
Specification No.IS-1783 (Part 1) 1993 Grade A with the following 
dimensions:

 Height   :  843.0 +/- 3mm 

 Internal dia  :  572.0 +/- 2mm 

 External dia :  592.0 +/- 2mm 

Stenciling of HOCL emblem and Product details on the barrel  to be done. 

Phenol drums to be painted Olive Green and Acetone drums Cherry Red for easy 
identification. 

************** 
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ANNEXURE II  (2 pages)

HM-HDPE CARBOUYS – 30 LTRS. CAPACITY
SPECIFICAITON

1) Type                         : Close headed rectangular stackable jerry cans 
2) Capacity 

         Brimful                 :  31.5 Ltrs. 
         Useful                  :  30 Ltrs. 
3) Dimensions 

          Height (H)           :  430mm 
          Width (W)           :  295mm 
          Length(L)            :  335mm 
4) Tare weights              :  1.5 Kg.(Tested stack load 150 Kgs) 
5) Material                     :  HM-HDPE (High Molecular Weight- High  
                                       Density Polyethelene) 

6) Handles                     :  One, centre placed along the length of                                                     
                                        container embedded on top 
7) Openings   
           No. of openings        :  One 
           Diameter (ID)           :  46mm 
           Threads                   :  Buttress 
           Material of closure    :  HM-HDPE outer cap with LDPE/HDPE  
                                            Inners (outer cap must be Red) 
           Sealing arrangement  :  Wire & lead seal/plastic seal (Red) 
8) Colour                              :  Blue with U.V.stabilizer 
9) Standard                           :  Tested as per IS 6312 & UNO/IMDG      
                                               Code marked 

10) Caps should be provided with venting with breather hole with GORTEX 
Membrane. 
11) The colour of the can should be blue colour with red colour caps. 

12) HOCL emblem, Product Name, UN No, Gross Weight, Nett Weight etc has to be 
screen printed on the can in yellow colour.   
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HM-HDPE CARBOUYS – 50 LTRS. CAPACITY
SPECIFICAITON

1) Type                                : Close headed elliptical jerry cans 
2) Capacity 
         Minimum Brimful          :  55 Ltrs. 
         Useful                         :  50 Ltrs. 
3) Dimensions 
          Height (H)                 :  560mm 
          Width (W)                 :  410mm 
          Length(L)                  :  340mm 
4) Tare weights                   :  2.8 Kg.(Tested stack load 180 Kgs) 

5) Material                          :  HM-HDPE (High Molecular Weight- High  
                                             Density Polyethylene) 
6) Handles                           :  Two at sides with Lugs & Rivets 
7) Openings   
           No. of openings        :  One 
           Diameter (ID)           :  46mm 
           Threads                   :  Buttress 
           Material of closure    :  HM-HDPE outer cap with LDPE/HDPE 
                                              Inserts (outer cap must be Red) 

           Sealing arrangement:  Wire & lead seal/plastic seal (Red) 

8) Colour                              :  Blue with U.V.stabiliser 
9) Standard                           :  Tested as per IS 6312 & UNO/IMDG    
                                               Code marked 

10) Caps should be provided with venting with breather hole with GORTEX 
Membrane. 
11) The colour of the can should be blue colour with red colour caps. 
12) HOCL emblem, Product Name, UN No, Gross Weight, Nett Weight etc has to be 
screen printed on the can in yellow colour.   
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ANNEXURE III

Caustic soda lye

Caustic soda lye rayon grade conforming to IS 252/1991(LATEST) 
with concentration 31% to 45% NaOH basis. 

ANNEXURE IV

Sulphuric acid

Sulphuric acid purity (% W/W) minimum: 98% 
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ANNEXURE V

2 METHYL CYCLOHEXYL-ACETATE(2MCA OR SEXTATE) 

Appearance                               : Clear colourless liquid 

2MCA                                        :  98% (Min)     

Alcohol as Methyl cyclohexanol    :  0.5%(Max) 

Cyclohexyl Acetate                     :  1.0%(Max) 

Dimethyl Cyclohexyl Acetate       :  1% (Max) 

Ketone as MCA                          : 0.5% (Max) 

Phenolics                                  : 0.05%(Max)  

Unsaturated compounds as MCA : 0.1%(Max) 

Waste                                      : Less than 0.1% 

Residue on evaporation             : Less than 0.1% 

Acid value                                : 0.1 Mgs.KOH/gm.Max 

Sulphur                                   : One ppm or less 

Sample approval — Vendor  to supply  2 kg free sample for approval on request. 
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                                            ANNEXURE  VI

2 EHYL ANTHRA QUINONE (2-EAQ)

1. Appearance  :  Solid Yellow Flakes 
2. 2-EAQ contents         :  98.5%(min) 
3. Chloride   :  40.0 ppm (max) 
4. Iron    :  5 ppm (max)  
5. Sulphur   :  10 ppm (max) 
6. Toluene insoluble         :  0.05% (max) 
7. Melting point  :  107.0-111.0C (Melting range 2.0C max) 
8. Acidity, mg KOH/g :  0.05 (max) 
9. Ash, % w/w  :  0.05 (max) 

Sample approval — Vendor  to supply  2 kg free sample for approval on request. 
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ANNEXURE-VII

SOLID PHOSPHORIC ACID CATALYST (2 PAGES)  FOR CUMENE SYNTHESIS

BRIEF  PROCESS DISCRIPTION /CUMENE REACTOR  PARAMETERS

The reactor is an upflow reactor with four bed reactor with equal quantity of 
catalyst loaded in each bed. 

SPECIFICATIONS OF BENZENE USED

Sl.No.              Parameters        Specifications 

1. 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

Colour (Pt-Co Scale), max. 

Relative Density at 15oC/15oC 

Solidification Point(oC) on dry basis, min. 

Distillation Range (oC) (including 80.1oC), max. 

Acid wash test, max. 

Purity by GC(wt %), min. 

Non-aromatics by GC(wt.ppm), max. 

Heavy Aromatics by GC (wt.ppm), max. 
(including Toluene 150 ppm max.) 
(Ref.ASTM D5871-07/IS:534-92 Specification) 

      15 

      0.8790-0.8860 

      5.40 

       1.0 

       No.1 

       99.90 

        700 

        300 
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REQUIRED CUMENE SPECIFICATION

Sl.No.              Parameters        Specifications 

1 

2 

3 

4 

5 

6 

 Appearance 

Colour (HU), max. 

Purity by GC(Wt.%), min. 

Other impurities by GC (Wt.%), max. 

Bromine Index, max. 

Phenols (ppm),max. 

(Ref.ASTM D-4077-07) 

Clear liquid, free of 

sediment or Haze @ 

18.3 to 25.6 Deg.c 

15 

99.92 

0.08 

100 

5 
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PLEASE FURNISH THE FOLLOWING PARAMETERS  OF THE CATALYST 
OFFERED BY YOU ALONG WITH THE APPLICATION..

Solid Phosphoric Acid Polymerisation catalysts for Cumene synthesis. 

Technical specification of the catalyst should include the following : 

1.  Guaranteed Cumene yield per ton of catalyst per hour 

2.  ----------------do-----------------------------------full life 

3. Required Liquid Hourly Space Velocity(LHSV) 

4. Reactor  operating  pressure and temperature 

5. Catalyst shape & size 

6. Specified ratio of propylene to propane and propylene to Benzene 

7. Feed stock specification 

8. Hydration level 

9. Propylene conversion 

10.Selectivity to Cumene/ byproduct formation 
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ANNEXURE VIII

REQUIREMENTS TO BE MET BY TRANSPORT CONTRACTORS INTERESTED 
IN CARRYING OUT TRANSPORTATION OF HYDROGEN PEROXIDE

1. The transporter shall own minimum four road tankers of 10 MT  capacity  
with tanks fabricated in SS-316L, pickled and passivated and ready in all 
respects to load and transport Hydrogen peroxide.  

2. The tankers shall have valid Mechanical fitness certificates in Form-38 and 
‘Pollution under control’ certificates. 

3. At least two tankers shall have valid permits for transportation of product 
outside Kerala state. 

4. The transport contractor shall have a local representative stationed at Cochin 
to coordinate the day to day transportation works with HOCL. 

5. The road tankers shall be driven by drivers licensed to drive chemical tankers. 
6. The transport contractor shall have a valid public liability insurance policy as 

per the Public liability insurance act to cover the public liability risks.  
7. The tankers shall be dedicated for the Hydrogen peroxide transportation 

works of HOCL.  
8. The road tankers shall be equipped with pumps and hoses for unloading of 

product at customer sites where pumps are not available. 
9. The tankers shall be in a well maintained condition. 
10. The transport contractor shall have relevant work experience 

and financial capabilities as mentioned in the Eligibility Criteria.  
11. The transport contractor shall not be blacklisted by any Government 
organization/ department. 
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ANNEXURE-IX

REQUIREMENTS TO BE MET BY TRANSPORT CONTRACTORS INTERESTED 
IN CARRYING OUT TRANSPORTATION OF ACETONE

1. The transport contractor shall own at least three road tankers with valid 
explosive license to transport Class A petroleum products   defined under 
the Petroleum Act. 

2.  The tankers shall be of greater than 9 MT capacities. 
3. The tankers shall have valid permits for transportation of product outside 

Kerala state. 
4. The tankers shall be driven by drivers licensed to drive chemical tankers. 
5. The transport contractor shall have a valid public liability insurance policy 

as per the Public liability Insurance Act to cover public liability risks. The 
tankers shall have valid Mechanical fitness certificates in Form-38 and 
‘Pollution under control certificates. 

6. The tankers shall be in a well maintained condition. 
7. The transporter shall have a local office in Ernakulam district for day to 

day coordination with HOCL. 
8. The transport contractor shall have relevant work experience and 

financial capabilities as mentioned in the Eligibility Criteria
9. The transport contractor shall not be blacklisted by any Government 

organization/ department. 
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ANNEXURE – X

REQUIREMENTS TO BE MET BY TRANSPORT CONTRACTORS INTERESTED 
IN CARRYING OUT TRANSPORTATION OF LSFO/FO FROM IRIMPANAM/ 

WILLINGTON ISLAND

1. The transporter should have adequate number of suitable road tankers at his 
disposal for the work.  

2. The transport contractor shall have a local office in Ernakulam district to coordinate 
day to day transportation works with HOCL. 

3. The transport contractor shall have relevant work experience and financial 
capabilities as mentioned in the Eligibility Criteria.

4. The transport contractor shall have a valid public liability insurance policy to cover 
any risks in transportation of hazardous product like Phenol. 

5. The transport contractor shall not be blacklisted by any Government organization/ 
department. 

******************** 
























